5/30/24, 4:03 PM

CPS Oil and Gas Equipments Pvt. Ltd: INCOMING RAW MATERIAL CONTROL PLAN PRINT

™

INCOMING MATERIAL
IIR No. : PI2425/00195
Date : 30/05/2024

GRN No. : GR2324/00744 P.O. No. : PO2324/00576

Lot No. : LOT/03203/2023-24 PO Date 1 14/03/2024

Supplier : Tanna Polymers Third Party T.C.No. : -

Item No. & : CSNDF288F8---MALE ADAPTER MATERIAL : GRN Qty. : 20 nos

Desc. 30% GLASS FILLED PEEK Accepted Qty. - 14 nos

Drawing No. : CSNDF288F8

OA No.

. . |Lower| Upper Observation Visual
# | Parameter | Specification Limit | Limit Instrument/Gauge 1 I 2 I 3 | P | = | o I 7 ‘ P I ° | 10 uUoM Inspection Remarks
N.A
1 |Angle 45° +£0.5° (2 |0 1 Q.C-10--Bevel Ok |Ok |Ok |Ok |[Ok |Ok |Ok |Ok |[Ok |Ok |degree|Ok Ok
plcs) Protractor
2 |Angle 45° +£0.5°(2 |0 1 Q.C-10--Bevel Ok |Ok |Ok |Ok |[Ok |Ok |Ok |Ok |[Ok |Ok |degree|Ok Ok
plcs) Protractor
3 |Angle 1 45° +£0.5° (2 |0 1 Q.C-10--Bevel Ok |Ok |Ok |Ok |Ok |Ok |Ok |Ok |[Ok |Ok |degree|Ok Ok
plcs) Protractor
4 |Angle 1 45° +£0.5°(2 (0 1 Q.C-10--Bevel Ok |Ok |Ok |Ok |[Ok |Ok |Ok |Ok |[Ok |Ok |degree|Ok Ok
plcs) Protractor
5 |Inner 82.54 82.5 |82.58 |Q.C-32--Digimatic 82.51|82.54|82.52|82.51|82.53|82.51|82.52|82.51 (82.52|82.51|mm  |Ok Ok
Diameter Vernier caliper
6 |Inner 82.54 82.5 |82.58 |Q.C-32--Digimatic 82.52|82.51(82.52|82.53|82.51|82.52(82.54|82.53(82.51|82.51|mm |Ok Ok
Diameter Vernier caliper
7 |Outer 91.30 91.26 |91.34 |Q.C-32--Digimatic 91.26|91.27|91.26|91.26(91.27|91.26|91.26|91.28 |91.27|91.26|mm  |Ok Ok
Diameter Vernier caliper
8 |Outer 91.30 91.26 |91.34 |Q.C-32--Digimatic 91.26|91.27|91.26|91.27|91.28|91.26|91.27|91.26 [91.28|91.26|mm  |Ok Ok
Diameter Vernier caliper
9 |Step 87.05 £0.127 (0 1 Q.C-32--Digimatic Ok |Ok |Ok |Ok |[Ok |Ok |Ok |Ok |[Ok |Ok |m3 Ok Ok
diameter Vernier caliper
10| Step 87.05 £0.127 (0 1 Q.C-32--Digimatic Ok |Ok |Ok |Ok |[Ok |Ok |Ok |Ok |[Ok |Ok |m3 Ok Ok
diameter Vernier caliper
11 |step length |1.55 142 |1.68 |QC-52--Height Gauge 1.5 |1.52 |1.525/1.54 |1.56 [1.52 |1.54 |1.53 |1.51 [1.5 |mm |Ok Ok
12 |step length |1.55 1.42 [1.68 |QC-52--Height Gauge|1.58 |1.56 (1.54 [1.56 |1.55 [1.57 |1.56 |1.52 |1.53 |1.54 |mm |Ok Ok
13| Step 1.68 1.55 (1.8 QC-52--Height Gauge |1.66 |1.68 |1.67 |[1.66 |1.62 [1.64 |1.63 [1.64 |1.67 |1.61 [mm |Ok Ok
Length 1
14| Step 1.68 1.55 (1.8 QC-52--Height Gauge |1.66 |1.61 |1.63 |[1.64 |1.62 [1.64 |1.63 [1.64 |1.62 |1.67 l/mm |Ok Ok
Length 1
15| Total length | 5.97 584 |6.1 QC-52--Height Gauge [6.25 |6.15 |6.2 |6.18 6.2 |[6.22 |6 593 |6.02 |6.05 |/mm |Ok Ok( 6 Nos
total
length
not ok ).
16 | Total length | 5.97 584 |6.1 QC-52--Height Gauge |6.02 |6.04 |6.08 [6.1 |6.02 [6.06 |6.04 [6.04 |6.06 |6.04 l/mm |Ok Ok
17 |Hardness |92.5 90 95 QC-50--Shore 90 Shore |Ok Ok
Hardness Tester D (hardness
check on
1 pcs
only).
Remarks : Material is ok as per part drawing & as per CPS/QA/TDC-24 Rev - 02.Visual inspection as per SOP-GEN-7 with latest rev.(NCR-24-005).
For CPS Oil and Gas Equipments Pvt. Ltd.
Authorised Signatory

Unit No.1, Survey No. 244,0rchid Industrial Estate, Chinchpada Vasai East, Maharashtra. Pin - 401208, India
P: E: CIN No. : U29220MH2011PTC220510
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